
DEF Made Easy
Thunder Creek’s clean, closed DEF Delivery Systems maintain the purity of the 
easily contaminated fluid to protect your Tier 4 machinery. The DEF Saddle Tank 
is designed to be added to a truck chassis frame below the frame rails. The 
components of the portable DEF tank are protected under a lockable, weather 
sealed door. 

PRODUCT HIGHLIGHTS

• 60 gallon or 120 gallon stainless steel DEF tank .

• Glycol DEF tank heater and pump enclosure heating options available.

• Industrial grade construction with weather proof exterior and dual coated         	
  polyurethane paint.

• ISO 22241 Compliant.

• Interchangeable auto-trip nozzle and Micro-Matic® RSV fill coupler.

• Skid base for mounting on truck brackets.

60 | 120 GALLONS

DEF saddle tank

FUEL | DEF | SERVICE | LUBE



SPECIFICATIONS

Model ST60 ST120

Tanks 60 Gallons | Stainless Steel 120 Gallons | Stainless Steel

L | W | H 40” | 32” | 30” 60” | 32” | 32”

Empty Weight 605 lbs. 710 lbs.

Full Weight 1,145 lbs. 1,790 lbs.

 A division of LDJ Manufacturing, Inc. | TCE-DST-1218ThunderCreek.com | 866.535.7667

DEF SADDLE TANK
60 OR 120 GALLON DIESEL EXHAUST FLUID SYSTEM

Digital DEF Meter and Swivel
Glycol DEF Tank Heater
110V DEF Tank Heater
110V Pump Cabinet Heater

OPTIONS
Items with    can be added any time to expand the 
functionality of the unit as your operation grows.

+

TANK FEATURES
•  60 or 120 Gallon Capacity
•  Stainless Steel Tank
•  12V Level Sending Unit with Gauge

PUMP ENCLOSURE
•  Lockable Pump Enclosure
•  8 GPM Industrial Grade 12V DEF Pump
•  25’ DEF Auto-Retracting Hose Reel

•  Skid Base for Mounting on Truck Brackets
•  Lockable Fill Cap
•  Dual Coat Polyurethane Paint

•  20’ x 3/4” DEF Hose
•  Interchangeable Auto-Trip Nozzle and    
   Micro-Matic® RSV Fill Coupler

STANDARD FEATURES

+

ONE YEAR
WARRANTY

QUESTIONS? CONTACT:  Glen (Scooter) Barney  |  801-978-1620  |  glbarney@wheelercat.com


